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Please return to:

Stove Registration and Guarantee Dept.
Metal Developments.
Little ARlways, Cullompton, Devon EX15 1RA
Tel 0884-35806
Thank you for your co-operation.
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Instaliation amd Operating Instructions
For the Woodwarwm Fireview Insets 4.5/6.5kvw
Combined instructions for Inset Fireviews

Bealth and Safety at Work Act 1874

It is the responsibility of the installer to comply with the Health and
safety at Work Act 1574. Particular attention should be given to the
folliowing

This stove is heavy and adequate facilities wust be availabl
handling operations. To lighten the stove the 4oor, grates and ashpan Cover
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can be removed.

e should be taken when handling the stove nmot to damage the glass in the
¥

Fire Cement

Some types of fire cement are caustic and should be not be allowed to come
into contact with the skin. In cases of contact, wash off with plenty of
water.

Blectrical

If any electrical fittings are used in the imstallation they should be
installed in &ccordance with the smanufacturer's installation instructions
and all wiring must comply with the regulations for the Elsctrical Equipment
f Buildings.

Flues, Combustion, Air Supply and Positioning of the Stove

In addition to these installation instructions, Building Regulations and
Local Authority By-Laws regarding flues and positioning of the appliance
Code of Practice No 403:1574 and B5S 6461 PL 1 and Pt 2 :1984 must be
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observed.
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fitted into an exterior wall to allow sufficient flow of aiv into the fire.

This stove should not be fitted in & room where an extractor fan is in use

as this could result in the chimney down drafting.
The Chimney and Flue

The chimney should be thoroughly swept and examined for soundness. If there

Fage 1



chimney as this will only create further problems where tﬁe-lininéiiinishes.

For efficient stove working it is important to make sure that there is an
adequate draw on the chimney. In order for a stove to perform
satisfactorily the chimney height should not be less than 4 metres measuring
vertically from the outlet of the stove to the top of the chimney.

Any other fireplace fed into the same chimney must be sealed, otherwise air
will be drawn into the chimney through it and not through the fire, thus
reducing the efficiency of the appliance.

Hearth

The stove must stand on a fireproof hearth and must be situated at least
300mm (127) from any combustable material. The positioning of the stove and
the size of the hearth are governed by Building Regulations for Class 1
appliances. These requlations state that the hearth must extend at least
300mm {12") in front, and 150mm (6") to the side of the stove.

The hearth should be at least 130mm (5°) thick and constructed of a
non-combustible material. This can be covered with decorative tiles so long
as these are non-combustible.

There must be no timber (ie: wooden wall panels, skirting boards, beams etc)
within 380mm (15") of the stove.

Building Regulations alse dictate that an air vent of some type ( usually an
air brick) must be fitted into an exterior wall to allow sufficient flow of
air into the fire. Generally speaking, the size of the air vent must be
equal to the cross section of the flue connection.

Location

The stove is designed to fit a standard 16" x 22" fireplace, with simple
tiled hearth and face, assuming that the original tapering firechest or
firebrick lining is still in place and in good order.

Variations on the standard fireplace:

A variation in height can usually be overcome by bending the adjustable top
plate on the top rear of the stove, either down to 20.5" or up to 23.5". A
variation in the width of the fireplace can be avercome by packing out the
sides of the existing firechest with firebricks. A variation in the face of
the fireplace, such as thick stone facing, will also prevent contact between
the back of the stove and the tapering sides of the firechest. This too can
be overcome by bringing in the sides of the firechest with additional
firebrick.
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