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Maximum output is produced when stoves are run hard.

It must be appreciated that figures concerning output, capacity and consumption are variable due to differences in operating conditions. The
type and amount of wood, whether it is seasoned or wet and the draw on the flue all influence the heating capacity: the above figures were

obtained using dry elm.

Boilers must be plumbed to indirect system and inhibitor used to prevent corrosion.
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The Manufacturers reserve the right to alter specification without prior notice.
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Not all homes can conveniently accommodate a free
standing stove. The Firebright solves this problem as it is
an inset closed stove that will fit the modern 16" x 22"
fireplace without alteration and with minimal installation
cost.

It achieves thisquite simply as the stove is made in two
parts: the rear section is a vertical register plate that also
acts as the back part of the combustion chamber. This
quickly fits into the existing fireplace. The front part of
the stove fits over this with an integral airtight flange: the
bearing faces of the front and rear section are arranged
to act as a telescopic unit so that the stove will fit

FIREBRIGHT

different depths of fireplace and be entirely smoke
tight. It can easily be installed by the handyman in an
hour or so and if you move house it can be re-installed
simply.

The Firebright — built to the usual exacting Wood-
warm standards — is a multi-role stove that can be
changed from wood to solid fuel burning. One piece
glass panels in the doors simplify cleaning (cast iron
insert doors available on request) and the door aperture
is a generous 17%" wide to cater for large logs.

We feel that there is a definite place for our new

Firebright! S

..... for that warm feeling inside




Smokeless coal or wood is recommended, 1f Bitumus coal is burnt scot
will accumulate in and around the smoke path inside the stove and weekly
cleaning will be required.
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