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INSTALLATION AND OPERATING INSTRUCTIONS

Please read this booklet thoroughly before attempting installation
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Installation and Operating Instructions
For the Woodwarm Firelite

Health and Safety at Work Act 1974.

It is the responsibilty of the installer to comply with the Health and
Safety at Work Act 1974, and particular attention should be given to the
following:

Handling

This stove is heavy and adequate facilities must be available for all
handling operations and its final manouvre into position. In order to
lighten the stove, the main doors may be removed.

Glass

Care should be taken when handling the doors that the glass is not knocked.
Fir ement

Some types of Fire cement are caustic and should not be allowed to come
into contact with the skin. In cases of contact, wash off with plenty of
water.

Electrical

If any electrical components are used in the installation they should be
installed in accordance with the manufacturer's installation instructions
and all wiring must comply with the regulations for the Electrical
Equipment of Buildings.

Flue ustio ir Suppl itioni o e Stove

In addition to these installation instructions, Building Regulations and
Local Authority By-Laws regarding flues and positioning of the appliance,
Code of Practice No 403:1974 and BS 6461 Ptl and Pt2 : 1984 must be
observed.

This stove should not be fitted in a room where an extractor fan is in use,
as this could result in a flue pull reversal and emission.
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The Chimney and Flue

The chimney should be thoroughly swept and examined for soundness. 1f
there are even the smallest air breaks in the mortar, the chimney is not
suitable for a woodstove. When hot woodstove fire gas rises up the

chimney, it will pull in cold air through any small break by capillary
attraction. This cools the fire gas at that level causing wood tar to
precipitate at that level on the chimney wall. Socon this will accumulate
to stop the fire burning properly. Eventually this will not only lead to a
chimney fire, but will further rot the chimney structure.

If there is any doubt about a chimney's condition, it should be fully lined
with an insulated flue. It is not advisable to only partially line a
chimney as this will only create further problems where the lining
finishes.

For efficient stove working it is important to make sure that there is an
adequate draw on the chimney. In order for a stove to perform
satisfactorily the chimney height should not be less than 4 metres measured
vertically from the outlet of the stove to the top of the chimney.

Should there be excessive draw on the chimney it may be necessary to fit a
draught stabilizer in the flue connection to the chimney.

A prefabricated block chimney or a twin walled insulated stainless steel
flue to BS 4543, can be used either internally or externally. The internal

Flues must be fitted in accordance with the manufacturers' instructions and
according to local Building Regulations. If there is any doubt over flue
connection or installation, consult your nearest professional installer, or
building inspector.

Hearth v

The stove must stand on a fireproof hearth and must be situated at least
300 mm (12") from any combustible material. The positioning of the stove
and the size of the hearth are governed by Building Regulations for Class 1
appliances. These Regulations state that the hearth must extend at least
300 mm (12") in front, and 150 mm (6") to the side of the stove. There
should be at least 300 mm (12") clearance above the stove. The hearth
should be at least 130 mm (5") thick and constructed of a non-combustible
material. This can be covered with decorative tiles so long as these are
also non-combustible.

There must be no timber (ie: wooden wall panels, skirting boards, beams
etc), within 380 mm (15") of the stove.

Building Regulations also dictate that an air vent of some type (usually an
air brick) must be fitted into an exterior wall to allow sufficient flow of
air into the fire. Generally speaking, the size of the air vent must be
equal to the cross section of the flue connection.

When the stove is to be connected to an existing fireplace, this may need

sealing with a register plate. This can be mounted horizontally or
vertically. It is important to make a provision for chimney access for
sweeping. If elsewhere in the house another fireplace feeds into the same
chimney, this also must be sealed. Otherwise air will be drawn into the

chimney through it and not through the fire thus reducing its efficiency.
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